
O30 P25 Q22 R20

3/4"(19.026mm) 7/8"(22.225mm) 1" (25.4mm) 1-1/8"(28.539mm)

250 210 220 200

425mm 425mm 425mm 525mm

235T/21 - 235T/105 235T/30 - 235T/150 235T/30 - 235T/180 235T/51 - 235T/360
(210d/21 - 210d/105) (210d/27 - 210d/150) (210d/30 - 210d/180) (210d/51 - 210d/360)

S 1.3 - 3.4mm dia. 1.3 - 3.8mm dia. 1.3 - 4.5mm dia. 1.8 - 6.0mm dia.

D 1.0 - 2.7mm dia. 1.0 - 3.0mm dia. 1.0 - 3.5mm dia. 1.3 - 4.5mm dia.

440T/15 - 440T/48 440T/15 - 440T/69 440T/18 - 440T/84 440T/36 - 440T/180
(400d/15 - 400d/48) (400d/15 - 400d/69) (400d/18 - 400d/84) (400d/36 - 400d/180)

S 1.1 - 3.0mm dia. 1.3 - 3.8mm dia. 1.3 - 4.0mm dia. 1.3 - 5.0mm dia.
D 0.9 - 2.0mm dia. 1.0 - 2.8mm dia. 1.0 - 3.0mm dia. 1.0 - 3.5mm dia.

32mm - unlimited 36mm - unlimited 44mm - unlimited 50mm - unlimited

Up to 11 r.p.m. Up to 11 r.p.m. Up to 10 r.p.m. Up to 10 r.p.m.

T18 U16 V15 W13

1-1/4"(31.75mm) 1-3/8"(34.925mm) 1-1/2"(38.1mm) 1-5/8"(41.275mm)

180 160 150 130

525mm 525mm 525mm 525mm

235T/51 - 235T/360 235T/90 - 235T/420 235T/150 - 235T/780 235T/180 - 235T/1000
(210d/51 - 210d/360) (210d/90 - 210d/420) (210d/150 - 210d/780) (210d/180 - 210d/1000)

S 1.8 - 6.0mm dia. 2.0 - 6.0mm dia. 2.5 - 6.0mm dia. 2.7 - 7.5mm dia.

D 1.3 - 4.5mm dia. 1.5 - 4.8mm dia. 1.7 - 5.0mm dia. 1.8 - 5.7mm dia.

440T/36 - 440T/180 440T/45 - 440T/210 440T/75 - 440T/240 440T/81 - 440T/270
(400d/36 - 400d/180) (400d/45 - 400d/210) (400d/75 - 400d/240) (400d/81 - 400d/270)

S 1.3 - 5.0mm dia. 1.5 - 5.5mm dia. 2.3 - 6.0mm dia. 2.7 - 7.0mm dia.
D 1.0 - 3.5mm dia. 1.0 - 4.0mm dia. 1.5 - 4.5mm dia. 1.7 - 4.7mm dia.

56mm - unlimited 62mm - unlimited 68mm - unlimited 75mm - unlimited

Up to 10 r.p.m. Up to 10 r.p.m. Up to 10 r.p.m. Up to 10 r.p.m.

X12 Y12 Z10

1-5/8"(41.275mm) 1-7/8"(47.625mm) 2"(50.8mm)

120 120 105

525mm 525mm 525mm

235T/180 - 235T/1000 235T/195 - 235T/1300 235T/210 - 235T/1600
(210d/180 - 210d/1000) (210d/195 - 210d/1300) (210d/210 - 210d/1600)

S 2.7 - 7.5mm dia. 3.5 - 9.0mm dia. 4.0 - 10.0mm dia.

D 1.8 - 5.7mm dia. 2.5 - 7.5mm dia. 3.0 - 8.0mm dia.

440T/81 - 440T/270 440T/105 - 440T/330 440T/120 - 440T/360
(400d/81 - 400d/270) (400d/105 - 400d/330) (400d/120 - 400d/360)

S 2.7 - 7.0mm dia. 3.5 - 9.0mm dia. 4.0 - 10.0mm dia.
D 1.7 - 4.7mm dia. 2.5 - 5.5mm dia. 3.0 - 6.0mm dia.

80mm - unlimited 86mm - unlimited 92mm - unlimited

Up to 10 r.p.m. Up to 8 r.p.m. Up to 9 r.p.m.
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